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LS	  A/C	  Sensor	  installed	  in	  
VA	  Drier	  
(Santech	  MT1606	  FiRng	  
w/	  MT0245	  O-‐Ring)	  

C218	  

PCM	  
(Wire	  Colors	  Accurate	  for	  
99-‐02	  F-‐Body	  LS1	  Harness)	  
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A	   B	   C	  

Red	  –	  12V	  Constant	  Power	  (+)	  
White	  –	  Ground	  (-‐)	  
Yellow/Black	  –	  Not	  Used	  
Tan	  –	  Dash	  Lamp	  
Violet	  –	  12V	  Switched	  Power	  
Orange	  –	  Wide	  Open	  Thro#le	  (Not	  Used	  –	  LS	  PCM	  does	  this)	  
Blue	  –	  A/C	  Request	  (Ground	  Output,	  LS	  PCM	  Requires	  +12V	  so	  need	  a	  relay)	  
Green	  –	  Heater	  Control	  Valve	  Signal	  
Gray	  –	  Program	  Wire	  (only	  used	  to	  program	  controls)	  
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LS	  PCM	  /	  Vintage	  Air	  IntegraHon	  
*Notes	  
-‐Wiring	  assumes	  Gen	  IV	  Vintage	  Air	  
Unit	  with	  Servo	  Heater	  Valve	  (Units	  
made	  a`er	  June	  2014)	  
-‐Must	  incorporate	  1	  addibonal	  relay	  
to	  make	  this	  work	  
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